


INTRODUCTION
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* Al-Reservoirs NG3.5 — Ng70

» Made of aluminium - high thermal conductivity

» Easy mounting and simple handling

+ Standard-Al-Tanks are stackable

* No additional painting required

» Mineral-oil resistant oil drip-tray gaskets are available
* Oil drip-tray gasket NG30, 44, 70

* A large number of accessories available

+ Cleaning covers, Oil level gauges, Filler and Breather filler
» Screw-in heating rods for hydraulic oil

* Plunger heater

» Customised design possible
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This range is currently under review and there will be several new additions coming soon!

News will be posted on the website

www.jbj.co.uk

as soon as it happens.



Tanks / Reservoirs Aluminium Oil Tank with Steel Lid

Model Type

Tank Lid - Steel

Technical Data

Size Effective volume Specific cooling capacity Cooling capacity Surface with tank lid Weight

V (I) P/At (W/K) P(kW) At = 40 K (m?) (kg)
NG 3.5 3 4 0.16 0.15 1.4
NG 6.5 6 9 0.36 0.25 1.7
NG 8 6.5 11 0.44 0.30 2.5
NG 12 10 15 0.60 0.35 2.3
NG 13 11 15 0.60 0.40 2.8
NG 20 17 18 0.72 0.50 4.3
NG 30 27 23 0.92 0.75 5.0
NG 44 40 26 1.04 1.00 7.0
NG 70 63 29 1.16 1.30 10.0




Tanks / Reservoirs Aluminium Oil Tank NG3.5 & NG6.5

lbl with steel lid

Accessories

Flat gasket, drain plug G 1" with gasket, oil level gauge KL33 G1" or SF1, yller incl. breather ylter E35 ES.

Steel lid Dimensions in mm Weight
L1 L2 D1 (kg)
SD 6.5 - - - 14
SD 6.5/140 20 40 97 1.0
SD 6.5/160 10 30 112 0.9
Accessories

Drain plug G%/s" with gasket, oil level gauge KL33 G1" or SF1, yller incl. breather ylter E35 ES.

For ordering codes and technical data please see previous page (1).

For help and advice contact: jbj Techniques Limited technical office, telephone: 01737 767493 or email: info@jbj.co.uk
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Tanks / Reservoirs Aluminium Oil Tank NG8 & NG12
i i with steel lid

Accessories
Drain plug G®%s" with gasket, oil level gauge KL33 G1" or SF1, gasket D160 NBR for bellhousing.

Steel lid Dimensions in mm Weight
L1 L2 D1 (kg)
SD 12 . - - 25
SD 12/140 25 60 97 2.1
SD 12/160 25 60 12 2.0
SD 12/200 5 40 147 1.8

Accessories

Cast feet 75 mm high, drain plug G%s" with gasket, oil level gauge KL33 G1" or SF1 or SF2, yller incl. breather ylter E35 ES.

For ordering codes and technical data please see page 1.

For help and advice contact: jbj Techniques Limited technical office, telephone: 01737 767493 or email: info@jbj.co.uk
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Tanks / Reservoirs Aluminium Oil Tank NG13 & NG20

ibi with steel lid

Steel lid Dimensions in mm Weight
L1 L2 D1 (kg)
SD 13 8 5 g 25
SD 13/140 25 60 97 2.1
SD 13/160 25 60 12 2.0
SD 13/200 5 40 147 1.8

Accessories
Flat gasket, drain plug G®/s" with gasket, oil level gauge KL33 or SF1, yller incl. breather ylter E35 ES.

Steel lid Dimensions in mm Weight
L1 L2 D1 (kg)
SD 20 - - - 3.6
SD 20/160 45 85 112 3.1
SD 20/200 25 65 147 3.0
SD 20/250 - 40 192 2.2

Accessories

Flat gasket, cast feet 75 mm high, drain plug G*/>" with gasket, oil level gauge SF1 or SF2, yller incl. breather ylter E35 ES.

For ordering codes and technical data please see page 1.
For help and advice contact: jbj Techniques Limited technical office, telephone: 01737 767493 or email: info@jbj.co.uk
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Tanks / Reservoirs Aluminium Oil Tank NG30 & NG44
ibi with steel lid

Steel lid Dimensions in mm Weight
L1 L2 D1 (kg)
SD 30 s = 5 6.4
SD 30/200 50 120 147 5.7
SD 30/250 25 95 192 49
SD 30/300 5 70 236 438

Accessories
Qil drip tray gasket, round section gasket NBR 6mm, cast feet 150 mm, castors 150 mm, drain plug G*/>" with gasket, oil level gauge SF1 or SF2, yller incl. breather ylter E
35 ES or EB 80-10.

e T Dimensions in mm Welght
L1 L2 D1 (kg)
SD 44 - : = 8.5
SD 44/200 90 140 147 7.8
SD 44/250 65 15 192 7.0
SD 44/300 40 90 236 6.5

Accessories
Qil trip tray gasket, round section gasket NBR 6 mm, cast feet 150 mm high, castors 150 mm high, drain plug G'/>" with gasket, oil level gauge SF1 or SF2, yller incl.
breather ylter E 35 ES or EB 80-10.
For ordering codes and technical data please see page 1.
For help and advice contact: jbj Techniques Limited technical office, telephone: 01737 767493 or email: info@jbj.co.uk
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Tanks / Reservoirs Aluminium Oil Tank NG70

ibi with steel lid

Steel lid Dimensions in mm Welght
L1 L2 D1 (kg)
SD 70 - - - 10.5
SD 70/250 80 150 192 9.0
SD 70/300 55 125 236 8.0

Accessories
Oil trip tray gasket, round section gasket NBR 6 mm, cast feet 150 mm high, castors 150 mm high, drain plug G*/>" with gasket, oil level gauge SF1, SF2 or SF3, yller incl.
breather ylter E 35 ES or EB 80-10

Oil trip-tray gasket for tank sizes NG 30, NG 44 and NG 70
1]

antages

* Noise reduction

A Simple assembly, smooth application

» No additional round section gasket necessary
« Resistance against all common mineral oils

A Available from stock

0il Tank Dimensions in mm Theoretic oil
Part No. si ) I
ize A B c volume (I)
DI0173 NG30 482 623 23 3.5
DI0172 NG44 432 533 23 2.6
DI0170 NG70 349 499 23 2.1




Tanks / Reservoirs Aluminium Oil Tank Accessories

Type EB 80-10 SF1-SF3

6 slots for self tapping screws, M5 x 12 mm for pitch circle diameter 70 - 73 mm.

Type EB 50-10 KL 13, KL 33, A 18

3 holes for self tapping screws B4.8 x 13 mm

Dimensions (mm)

Type
A B C D E F G

SF1/SF1 Th 76 32 108 | 34 45 27 | M12

SF2/SF2 Th 127 | 76 | 159 | 34 45 27 | M12

SF3/SF3 Th 254 | 203 | 286 | 34 45 27 | M12

Type E35ES
KL 13 - @9 | @20 | 17 16 7 GY"
A18* - @18 | @35 | 32 17 8 G%"
KL 33 - @23 | @42 | 34 24 11 G1"
*A18 with nut
Type Recess tank lid Material Air filter size

E 35 ES & 46 mm Plastic 45 micron

EB 50-10 @30 mm Metal 10 micron

EB 80-10 51 mm Metal 10 micron




